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2006 and 2030 No-Build Approximate Level of Service *-

Northern End of Proposed Five-Lane Roadway: |
Bangerter Highway (Bluffdale) MP 40.9

To Eagle
Mountain

Southemn End of Proposed Five-Lane Roadway:
| Pony Express (Saratoga Springs) MP 31.2

|

Definitions of Level Of Service

Level of
Service Roadway Segment Visual
(LOS) Operating Characteristics

A IR Represents free traffic flow, very few cars on roadway,

In the range of free traffic flow, with some other motorists in the
B traffic stream begins to be noticeable. Some time spent following

slower vehicles but appropriate gaps in trafic allows for passing
with little delay.

In the beginning range of traffic flow in which H!s:rraﬂnn of
e et ignificantly affected by cther
Cc N motorists in the traffic stream, Time spent following slower
vehicles is longer and occurs more frequently, but appropriate
gaps in traffic allows for passing with moderate delay.

Represents high-density traffic flow. Speed and freedom to
manguver are restricted, and the driver or pedestrian
experiences a generally poor level of comfort and convenience.
p = Time spent following slower vehicles is noticeably longer and
occurs more frequently, and there are fewer gaps in traffic to
allow for passing, increasing overall delay.

Represents operating conditions at or above the capacity level.
All speeds are reduced lo a low and relatively uniform speed.
E I Time spent following slower vehicles exceads time not behind
a'mr:ishiclu‘ and there are few if any gaps In traffic to ailow

passing.

Used to define intermittent mpnl;g and moving at a very
é lrraadl%r.eﬂ :peed,ﬂgﬂs oonﬁﬂi:'p&:t vn?a{lwar the mﬁ

il ¢ exceeds the capacity point. Time spent ng
slower vehicles approaches 100 percent of the time traveling on
a roadway segment, and there are likely no gaps in traffic to
allow for passing.

Source: Transportalion Research Board, Highway Capacty Manual /(HCM) 2000, Fg. 10-5.
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Mainline based on daily vic: B (we=5-7)[_B ] Dwe=9-11)[D ] F(ve>1.3) [ at Intersections: Mainiing Level of Service is based on Daily Volume/Capacity.
wle = volume to capacily ratio (i.e. the approximale number of vehicles using the road on a daily basis divided by the capacily of the road) Intersection Leve! of Service is based on Peak Hour Traffic Syncéro Mode!.






